UNITEC® Door Panel Survey
Fill in or check information to complete the Door Panel Survey
[bookmark: Text1][bookmark: Text2][bookmark: Text3]Customer Name:      	UNITEC Cust No.:       	Phone No.:      
[image: ]	Hand (standing inside car looking out
	—door opens which way?): 
[bookmark: _GoBack][bookmark: Check1][bookmark: Check2]	|_| Right	|_| Left
	Existing Hanger Type
[bookmark: Check3]	|_| Integral (welded-in) *NOTE*
[bookmark: Check4]	|_| Applied (bolt-on)
	Door Type:
[bookmark: Check5][bookmark: Check6]	|_| Car 	|_| Hoistway
[bookmark: Check7][bookmark: Check8]	|_| Otis 	|_| Non-Otis
	Opening Type:
[bookmark: Check9][bookmark: Check10]	|_| C/O	|_| S/S
[bookmark: Check11][bookmark: Check12]	|_| 2-Spd	|_| 2-Spd C/O
	Material & Finish:
[bookmark: Check13]	|_| Stainless Steel
	|_| Bronze 	|_| Baked Enamel
[bookmark: Check16][bookmark: Check17]	|_| Brushed  	|_| Mirror
	Actual Opening Width in Inches
[bookmark: Text4]	(side jamb to side jamb):      
	Actual Opening Height in Inches
[bookmark: Text5]	(head jamb to sill):      
*NOTE*
Old integral hanger door panels are replaced with new applied panels and appropriate Otis door hangers (typically 389P_ or 389BA_.


[bookmark: Text6]Total qty of entrances for which new door panels are needed:	     
Otis Sales/Machine No:	     
[bookmark: Text8]Date Existing Panels Were Installed:	     
[bookmark: Text7]Qty of Panels per Opening:	     	
[bookmark: Text9][bookmark: Text10]H–Panel Height (in.):	     	A–Track Height (in.):	     
[bookmark: Text11][bookmark: Text13]T–Panel Thickness (in.): 	     	W–Panel Width (in.): 	     
[bookmark: Text12]V–Present hanger height—door top to top edge of hanger (in.):	     
[bookmark: Text14]Z–Roller contact surface of track top to box portion of door top (in.):	     
************************************************************
UNITEC will quote/supply door panels per following assumptions unless otherwise marked:
· 1/4 in. door bottom to sill & 3/4 in. lap around perimeter 	Preferred Lead Time
· [bookmark: Check18]1/4 in. shim between hanger and door top	|_| 5–7 days*
· [bookmark: Check19]2 in. existing track height, 1/2 in. track thickness (Otis 2 in.)	|_| 13–15 days*
· [bookmark: Check20]ALL baked enamel panels come pearl white color, unless specified otherwise. 	|_| 7–8 weeks
Write in any special requests if UNITEC standards are not acceptable.	*Short lead times for limited panels only.Do not check if:
· Panel height is other than 84.5 in.
· Otis made post-2003 w/NG locks

[image: lgo]	Email survey to info@unitecparts.com
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